Welcome to ACP Online

What do you want to do?

Don’t know: help me decide

Is the structure to be renovated a single family dwelling or an apartment or condominium of 4 or less units?

- Yes
  - Are other homes or commercial or public buildings on the same site also being renovated?
    - Yes
      - Asbestos survey must be performed pursuant to the NESHAP and ARM 17.74.354. Does the survey identify asbestos-containing material (ACM) above the 3 square or lineal feet threshold to be impacted by renovation activities?
        - Yes
          - Submit application/notification to the MT DEQ ACP a minimum of 10 working days before any activity begins that will disturb or remove asbestos.
          - ACM must be removed in accordance with NESHAP and ARM.
          - Montana accredited personnel must be utilized.
        - No
          - NESHAP and ARM not applicable. OSHA worker protection requirements may apply
    - No
      - Is the activity to perform one of the following: Renovate, Encapsulate, Enclose, Repair, Remove, Transport and Dispose?
        - Yes
          - Submit application/notification to the MT DEQ ACP a minimum of 10 working days before any activity begins that will disturb or remove asbestos.
          - ACM must be removed in accordance with NESHAP and ARM.
          - Montana accredited personnel must be utilized.
        - No
          - NESHAP and ARM not applicable. OSHA worker protection requirements may apply
  - No
    - Are other homes or commercial or public buildings on the same site also being renovated?
      - Yes
        - Asbestos survey must be performed pursuant to the NESHAP and ARM 17.74.354. Does the survey identify asbestos-containing material (ACM) above the 3 square or lineal feet threshold to be impacted by renovation activities?
          - Yes
            - Submit application/notification to the MT DEQ ACP a minimum of 10 working days before any activity begins that will disturb or remove asbestos.
            - ACM must be removed in accordance with NESHAP and ARM.
            - Montana accredited personnel must be utilized.
          - No
            - NESHAP and ARM not applicable. OSHA worker protection requirements may apply
        - No
          - Asbestos survey must be performed pursuant to the NESHAP and ARM 17.74.354. Does the survey identify asbestos-containing material (ACM) above the 3 square or lineal feet threshold to be impacted by renovation activities?
            - Yes
              - Submit application/notification to the MT DEQ ACP a minimum of 10 working days before any activity begins that will disturb or remove asbestos.
              - ACM must be removed in accordance with NESHAP and ARM.
              - Montana accredited personnel must be utilized.
            - No
              - NESHAP and ARM not applicable. OSHA worker protection requirements may apply
    - No
      - Will it be converted to an apartment or condo with 5 or more units, or to a commercial or public building?
        - Yes
          - Submit application/notification to the MT DEQ ACP a minimum of 10 working days before any activity begins that will disturb or remove asbestos.
          - ACM must be removed in accordance with NESHAP and ARM.
          - Montana accredited personnel must be utilized.
        - No
          - NESHAP and ARM not applicable. OSHA worker protection requirements may apply

Apply for application or submit notification
40 CFR 61 and ARM 17.74.354 require that facilities be inspected for the presence of asbestos.

- submit application/notification to the MT DEQ ACP a minimum of 10 working days before any activity begins that will disturb or remove asbestos.
- ACM must be removed in accordance with NESHAP and ARM.
- Montana accredited personnel must be utilized.

Ordered demolitions require the submission of an order from the authority or agency that approved the demolition pursuant to the NESHAP. Submit the application/notification and order in hardcopy to the Department 10 working days prior to start of any activity that will dislodge or disturb asbestos or before the building is demolished.
Montana Department of Environmental Quality
Asbestos Control Program
Residential Renovation/Demolition

Is the structure to be renovated a single family dwelling or an apartment or condominium of 4 or less units?

No

Will it be converted to an apartment or condo with 5 or more units, or to a commercial or public building?

No

Are other homes or commercial or public buildings on the same site also being demolished or renovated?

No

Regulated by Montana Administrative Rules of Montana and/or the National Emission Standards for Hazardous Air Pollutants (NESHAP). Is the facility a public building (allows general public access) or will it become used as a public building?

No

Asbestos survey must be performed pursuant to the NESHAP and ARM 17.74.354. Does the survey identify asbestos-containing material (ACM) above the 3 square or lineal feet threshold to be impacted by renovation activities?

Yes

Yes

- Submit application/notification to the MT DEQ ACP a minimum of 10 working days before any activity begins that will disturb or remove asbestos.
- ACM must be removed in accordance with NESHAP and ARM.
- Montana accredited personnel must be utilized.

No

Regulated by the National Emission Standards for Hazardous Air Pollutants (NESHAP). Are the other buildings public?

No

Yes

NESHAP and ARM not applicable. OSHA worker protection requirements may apply.

Yes

- Submit application/notification to the MT DEQ ACP a minimum of 10 working days before any activity begins that will disturb or remove asbestos.
- ACM must be removed in accordance with NESHAP and ARM.
- Montana accredited personnel must be utilized.

No

Montana accredited personnel must be utilized.

• ACBM on the interior of the building, and on covered walkways and porticos, must be abated by a licensed asbestos contractor in accordance with specifications designed by a licensed consultant.
• RACM on the exterior must be abated in accordance with NESHAP.
• NESHAP trained person must be on site during removal of RACM.

NESHAP and ARM not applicable. OSHA worker protection requirements may apply.

Yes

- Submit application/notification to the MT DEQ ACP a minimum of 10 working days before any activity begins that will disturb or remove asbestos.
- ACM must be removed in accordance with NESHAP and ARM.
- Montana accredited personnel must be utilized.

No

NESHAP and ARM not applicable. OSHA worker protection requirements may apply.

Yes

Is the project part of an O&M plan whose activities will exceed the RACM notification threshold?

Yes

No

Yes

- Submit application/notification to the MT DEQ ACP a minimum of 10 working days before any activity begins that will disturb or remove asbestos.
- ACM must be removed in accordance with NESHAP and ARM.
- Montana accredited personnel must be utilized.
Montana Department of Environmental Quality
Asbestos Control Program
Homeowner Renovation/Demolition

Is the structure to be renovated a single family dwelling or an apartment or condominium of 4 or less units?

Yes
Will it be converted to an apartment or condo with 5 or more units, or to a commercial or public building?

No
Are other homes or commercial or public buildings on the same site also being demolished or renovated?

Yes
Regulated by Montana Administrative Rules of Montana and/or the National Emission Standards for Hazardous Air Pollutants (NESHAP). Contact an asbestos consultant or contractor for further information.

Www.Asbestos.mt.gov

No
Regulated by the National Emission Standards for Hazardous Air Pollutants (NESHAP). Are the other buildings public?

Yes
NESHAP and ARM not applicable. OSHA worker protection requirements may apply.

No

No

Yes

No

Yes

No

Yes

No